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Introduction
This report contains the findings of an inspection (A non-invasive assessment of the whole building)
carried out at Acer Rd, Accrington, BB5 on the 03 Jan 2022.
PocketSurvey Ltd carried out the survey for Faster Surveys Ltd.
- The Regulatory Reform Fire Safety Order 2005/06 (RRFSO) replaces the 40 year old fire
certification scheme. It is now the duty of the ‘responsible person’ for the premises to ensure the
occupants are safe from the effects of fire as far as practicable. This does not imply a lesser
responsibility for the safety of the occupant of the premises; it is almost certain that for premises
which required a fire certificate prior to January 2006, similar measures will be required under the
RRFSO 2005.
- RRFSO 2005 applies to all non-domestic premises, including any voluntary sector and selfemployed people with premises separate from their homes. For domestic premises this
assessment had been undertaken in accordance with The Housing Act 2004 and relevant building
regulations.
- The extent of the inspection was all accessible areas agreed with the client.
- A fire risk assessment is an organised and methodical look at your premises. The fire risk
assessment procedure identifies the activities carried out at the premises and assesses the
likelihood of a fire starting.
- The aim of a fire risk assessment is to:
Identify the hazards.
Reduce the risk of those hazards causing harm to as low as reasonably practicable.
Decide what physical fire precautions and management policies are necessary to ensure the
safety of people in your premises if a fire does start.
Whilst every effort has been made to detect all fire risk issues, without a fully intrusive inspection some
areas may not be included in this report., PocketSurvey Ltd cannot be held liable for any omissions in this
report.
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Inspection Overview
The following is a brief description of the inspection undertaken and the client’s building.
Inspection Details
Inspection Type A non-invasive assessment of the whole building
Inspection Notes Full report test
Date & Time 03 Jan 2022 at 14:03
Inspector Martyn Whitelaw
Client Details
Client Faster Surveys Ltd
Client Contact Benny Hendrix
Client Phone (07811 207 906)
Client Address 126 Hospital St, Nantwich CW5 5RY, UK
Building Details
Building Reference Ref 123
Building Address Report Contents For Illustration Only, Acer Rd, Accrington, BB5
Building Description THE DATA IN THIS REPORT IS NOT MEANT TO BE
ACCURATE.
Report Contents For Illustration Only
This is an example 'Fire Risk Assessment' from PocketSurvey,
using the PsCloud mobile app.
The PsCloud Apps are very configurable by the user for all types
of buildings.
Report sections can be included or excluded by the user as
required.
Boilerplate phrases can be customised in the app.
Building elements, descriptions, defects, etc can all be easily
modified in the App Design area.
Build your own custom risk assessment survey app.
Responsibility
Responsible Person John Doe
Responsible Person Role Site Manager
Fire Risk Items
Non Compliant 3
Compliant 7
Total 10
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Building Information
Item

Description

Add Your Own Building Information

Example description comments for
illustration only.
Lorem ipsum dolor sit amet,
consectetur adipiscing elit. Fusce
venenatis libero in sapien tempus, eget
tincidunt lorem egestas. Morbi sit amet
imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis
ultrices, nec condimentum leo egestas.

Co-operation

All Responsible Persons
Add your own comments & questions.

Location of Mains Electrical Intake

In the basement.

Number of Fire Escapes

1
At the rear.

Number of Floors

3

Smoke & Heat Ventilation

Yes

Photo
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Additional Information
Item

Description

Add Your Own Additional Information

Example description comments for illustration only.
Lorem ipsum dolor sit amet, consectetur adipiscing elit.
Fusce venenatis libero in sapien tempus, eget tincidunt lorem
egestas. Morbi sit amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Areas not subject to inspection

The roof space was excluded due to lack of access.

Fire assembly point

South Car Park

Local fire authority

Manchester

Specific opening hours

0900 AM to 17:00 PM
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Fire Risk Overview
Assessment
Fire Risk Rating Intolerable
Likelihood of Fire High
Potential Consequences of Fire Extreme Harm
Progressive Horizontal Evacuation

Building Fire Strategy

Progressive horizontal evacuation techniques allows evacuation to be
made by horizontal escape to adjoining fire compartments. The aim is to
provide a place of 'reasonable safety' within a short distance. This
system is necessary where visitors or, for example, residents in a
residential care home are dependent on staff to assist their escape and
is commonly used in hospitals as their primary evacuation method
particularly where patients must remain in bed.

It is essential that efforts are made to reduce the risk. Risk
reduction measures should be implemented within a defined time
period. Where moderate risk is associated with consequences
Action and Timescale that constitute extreme harm, further assessment might be
required to establish more precisely the likelihood of harm as a
basis for determining the priority for improved control
measures.
Next Review Within 6 Months
Occupancy
Hours Open 4
Employees 6
Public Persons 3
Total Occupants 9
Persons at Risk
Young Persons 3
Sleeping Occupants 3
Disabled Persons 4
Disabilities Hearing , Mobility , Visual
Lone Working Rarely
Fire Risk Sources
Ignition Sources

Electric Heaters , Electrical Installation , Electrical Kitchen
Appliances , Electrical Office Equipment , EV Car Chargers

Combustibles Stationery , Upholstered Furniture , Waste Paper Bins
Oxygen Sources Oxygen Cylinders , Station Outlets
Fire Risk Notes
Fire Officer Visit No information available.
Fire Loss History No information available.
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Fire Risk Calculation
Likelihood of Fire
Taking into account the fire prevention measures observed at the time of this risk assessment, it is
considered that the hazard from fire (likelihood of fire) at these premises is:

High
In this context, a definition of the above terms is as follows:
Low:

Medium

High

Unusually low likelihood of fire as a result of negligible potential sources of
ignition
Normal fire hazards (e.g. potential ignition sources) for this type of occupancy,
with fire hazards generally subject to appropriate controls (other than minor
shortcomings).
Lack of adequate controls applied to one or more significant fire hazards, such as
to result in significant increase in likelihood of fire.

Potential Consequences of Fire
Taking into account the nature of the premises and the occupants, as well as the fire protection and
procedural arrangements observed at the time of this fire risk assessment, it is considered that the
consequences for life safety in the event of fire would be:

Extreme Harm
In this context, a definition of the above terms is as follows:
Slight Harm

Outbreaks of fire are unlikely to result in serious injury or death of any occupant
(other than an occupant sleeping in a room in which a fire occurs).

Moderate Harm

Outbreaks of fire could foreseeably result in injury (including serious injury) of one
or more occupants, but it is unlikely to involve multiple fatalities.

Extreme Harm

Significant potential for serious injury or death of one or more occupants
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Fire Risk Rating
The fire risk rating is calculated using the following risk matrix table, taking into account
the combined results for likelihood and consequences.
Potential Consequences of Fire

Risk
Matrix

Likelihood of
Fire Occurring

Slight Harm
(1)

Moderate harm
(2)

Extreme harm
(3)

Low (1)

Trivial
Risk

Tolerable
Risk

Moderate
Risk

Medium (2)

Tolerable
Risk

Moderate
Risk

Substantial
Risk

High (3)

Moderate
Risk

Substantial
Risk

Intolerable
Risk

Accordingly, it is considered that the risk to life from fire at these premises is:

Intolerable
Note: Although the purpose of this section is to place the fire risk in context, the above approach to
fire risk assessment is subjective and for guidance only. All hazards and deficiencies identified in this
report should be addressed by implementing all recommendations contained in the following action
plan. The fire risk assessment should be reviewed regularly.

The definition of the terms used for fire risk rating is as follows:
Risk Level
Trivial

Action and Timescale
No action is required and no detailed records need be kept.

Tolerable

No major additional fire precautions required. However, there might be a need or
reasonably practicable improvements that involve minor or limited cost.

Moderate

It is essential that efforts are made to reduce the risk. Risk reduction measures,
which should take cost into account, should be implemented within a defined time
period.
Where moderate risk is associated with consequences that constitute extreme
harm, further assessment might be required to establish more precisely the
likelihood of harm as a basis for determining the priority for improved control
measures.

Substantial

Considerable resources might have to be allocated to reduce the risk. If the
premises are unoccupied, it should not be occupied until the risk has been
reduced. If the premises are occupied, urgent action should be taken.

Intolerable

Premises (or relevant area) should not be occupied until the risk is reduced.
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Summary of Fire Risk Issues
The following table summarises the non compliant fire safety issues that need attention.
Item

Assessment

COOKING

Non Compliant

0 - Ground floor, Kitchen

Ensure oil within deep fat is changed
on a regular basis in order to reduce
the risk of ignition from spoilt oils.

Photo

Ensure regular replacement of
grease filters.
Improve kitchen cleanliness by
removing excess cooking oils.
Provide 2kg Co2 extinguishing unit
for use on electrical fires within
kitchen area.
Within 6 months

Item

Assessment

ELECTRICAL IGNITION SOURCES

Non Compliant

1 - First floor, Boiler room

Ensure interlinked daisy chained
leads are separated, and adaptors
are not overloaded.

Photo

Ensure remedial work is carried to
ensure electrical cables cannot be
damaged, so as to potentially cause
a fire.
Switch off items not in use at the wall
socket.
We would recommend an annual
inspection by a qualified person.
Within 1 month

Item

Assessment

PORTABLE HEATERS AND
HEATING INSTALLATIONS

Non Compliant

1 - First floor, Hallway

Photo

Avoid the use of radiant bar fires.
Remove combustible materials from
the immediate area surrounding
portable heaters. Also ensure
occupants are made aware of this
requirement.
Use less hazardous portable
heaters.
Within 1 month

Note: If above is blank, then no issues have been identified as needing any action within the scope of the
inspection.
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BALCONIES
External wall survey as defined in PAS 9980.

Requirements

Assessment

Balconies should be constructed from noncombustible materials.

Compliant

Documentation should confirm that the fire
resistance of residential balconies is suitable for
preventing the risk of external fire spreading to
other medium other flats.

Balconies are constructed from non-combustible
materials.

Front Elevation
Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Compliances

Documentation confirms that the fire resistance of
residential balconies is suitable for preventing the risk of
external fire spreading to other medium other flats.
Balconies are constructed from non combustible
materials.
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COOKING
All cooking equipment can be deemed to be a potential source of ignition. This includes gas-fired equipment with a
naked flame, deep fat fryers and electrical equipment such as toasters, griddles and even microwaves. There can
also be an abundance of fuel sources within kitchen environments such as oils and fats, food products, the gas supply
to the facility, and even deposits of fat or grime in or around equipment.

Requirements

Assessment

Filters should be changed and ductwork should
be cleaned regularly.

Non Compliant

Reasonable measures should be taken to
prevent fires as a result of cooking.

A suitable ductwork & filter maintenance schedule is
NOT in place.

Suitable fire extinguishing appliances should be
available.

Non Compliances

Co2 (2kg) extinguishing units are NOT available for use
on electrical fires within the kitchen area.

0 - Ground floor, Kitchen

Dry powder extinguishers are NOT available &
accessible.

Example description comments for illustration
only.

Grease filters are NOT regularly replaced.

Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Regular deep cleaning of extract ductwork is NOT
undertaken.
Actions

Ensure oil within deep fat is changed on a regular basis
in order to reduce the risk of ignition from spoilt oils.
Ensure regular replacement of grease filters.
Improve kitchen cleanliness by removing excess
cooking oils.
Provide 2kg Co2 extinguishing unit for use on electrical
fires within kitchen area.
Within 6 months
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ELECTRICAL IGNITION SOURCES
Identify any sources of ignition, from heat or flame. All premises will contain ignition sources, some will be obvious
such as cooking equipment or open flames whilst others maybe less obvious such as heat from chemical processes
or electrical equipment.

Requirements

Assessment

Electrical cables and sockets should be in good
condition.

Non Compliant

Fixed electrical installation should be periodically
inspected and tested.

A policy is in place for the use of personal electrical
equipment at work.

Portable appliance testing should be carried out
regularly.

Compliances

Use by employees and visitors of their own electrical
appliances is controlled.
Non Compliances

Reasonable measures should be taken to
prevent fires of electrical origin.

Annual inspections of portable appliances are NOT
being carried out by a qualified person.

There should be a suitable policy regarding the
use of personal electrical appliances.

Electrical cables are damaged.

There should be suitable limitations of trailing
leads and adapters.
1 - First floor, Boiler room
Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Not in use items are NOT switched off at the wall
socket.
Routine inspections are NOT carried out to electrical
systems/appliances to ensure there are no signs of
excessive wear or damage.
There are interlinked daisy chained leads, and adaptors
are overloaded.
Actions

Ensure interlinked daisy chained leads are separated,
and adaptors are not overloaded.
Ensure remedial work is carried to ensure electrical
cables cannot be damaged, so as to potentially cause a
fire.
Switch off items not in use at the wall socket.
We would recommend an annual inspection by a
qualified person.
Within 1 month

Work Details

Work Cost

Work Status

Ensure routine inspections are carried out to electrical
systems/appliances to ensure there are no signs of
excessive wear or damage.

1 item @ £205

Scheduled

Total Cost

Start Year

£205

2022

Example description comments for illustration only.

Priority
Desirable

Report Contents For Illustration Only, Acer Rd, Accrington, BB5

EXTERNAL WALLS
External wall survey as defined in PAS 9980.

Requirements

Assessment

A EWS1 Form should have been completed for
this building and the results are satisfactory.

Compliant

Documentation regarding external wall materials
should confirm that the fire resistance will prevent
fire spread to other flats.

Based on a visual inspection, from ground height only,
the external cladding system appears to be in good
condition without damage or deflected cladding
sections.

Suitable cavity barriers should be fitted to the
external cladding system.

Design and installation standards of the external wall
system are known, and the results are satisfactory.

The building should meet requirements for
external walls according to BS 9980, and an
external wall survey has been produced.

Suitable cavity barriers are installed as part of the
external cladding system.

The external cladding system should be in good
condition without damage or deflected cladding
sections.
The fire resistance of external wall materials
should prevent fire spread to other flats.
Front Elevation, Inspection Point
Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Compliances

The documentation confirms that the construction's fire
resistance will prevent fire spread to other flats.
Actions

Ensure the wall construction materials provide adequate
fire resistance that will prevent fire spread to other flats.
Within 1 year
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MANUAL FIRE EXTINGUISHING APPLIANCES
The provision of suitable fire extinguishing appliances can be useful in restricting the development and spread of
small fires in their early stages. It is usual to locate extinguishers adjacent to fire alarm call points, so people can
actuate the fire alarm before picking up an extinguisher.

Requirements
Adequate hose reels should be provided.
All fire extinguishing appliances should be readily
accessible.
There should be a reasonable provision of
portable fire extinguishers.
0 - Ground floor, Hallway
Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Assessment
Compliant
Compliances

Fire blankets are available. Fire blankets can be used to
extinguish small fires in the home or kitchen. They can
also be used to wrap around a person whose clothes
have caught alight.
Fire extinguisher IDs are present. (These signs identify
which substance is contained within an extinguisher and
the type of fires each extinguisher should and should
not be used to tackle.)
Fire extinguisher signs are clearly displayed.
Fire extinguisher signs are clearly visible.
There are 2kg C02 extinguishing units (Class E) for fires
involving live electrical apparatus.
There are 6 KG Powder extinguisher units for use on
class A,B,C,D and Electrical fires.
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MEANS OF ESCAPE FROM FIRE
You need to consider the means of escape from file carefully if persons with mobility, visual or hearing disabilities are
present within the premises as well as sleeping occupants and persons who may be unable to react quickly.

Requirements

Assessment

Disabled refuge points should be provided with
suitable signage.

Compliant

Disabled refuge points should be provided with
suitable two-way communication devices.

A buddy system for persons with hearing difficulties is in
place.

Exits should be easily and immediately openable
where necessary.

An appropriate locking mechanism to final exit doors
with positive self closing devices ensuring the door is
able to fully close into position.

Fire exits should open in direction of escape
where necessary.

Door staff with click counters are stationed at the front
entrance.

0 - Ground floor, Corridor

Medium Risk, one direction. Travel distance less than
18 metres.

Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Compliances

Sliding doors are reliably failsafe and maintained
regularly in accordance to BS 7036.
Two fire door sets are installed on both sides of the
corridor.
Actions

Consider the installation of an Evac Chair for use in
assisting with means of escape for persons with mobility
disabilities.
Ensure all exit doors are readily openable.
Ensure sliding doors are reliably failsafe and maintained
regularly in accordance to BS 7036. Sliding or revolving
doors are generally not considered acceptable as a
single means of escape with very few exceptions. If this
is the case consult with the fire authority immediately.
Within 3 months
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PORTABLE HEATERS AND HEATING INSTALLATIONS
Poorly maintained portable electrical heaters can cause employees to suffer an electric shock when switching them
on. Consideration should be given to the placement of heaters close to combustible materials and trailing leads. Fixed
heating systems such as central heating systems, should be covered by annual service contracts to ensure regular
maintenance and safety checks.

Requirements

Assessment

Fixed heating installations should be subject to
regular maintenance.

Non Compliant

Suitable measures should be taken to minimize
the hazard of ignition of combustible materials.

Old fixed radiant heaters are present which may cause
a higher risk of fire.

Use of portable heaters should be avoided as far
as practicable.

Non Compliances

Portable heaters are being used and may cause a risk.
Radiant bar fires are being used and may cause a risk.

Use of the more hazardous type of heaters
should be avoided.

Actions

1 - First floor, Hallway

Remove combustible materials from the immediate area
surrounding portable heaters. Also ensure occupants
are made aware of this requirement.

Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Avoid the use of radiant bar fires.

Use less hazardous portable heaters.
Within 1 month
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PROCEDURES AND ARRANGEMENTS
For larger premises, there should be a written Fire Emergency Evacuation Plan is a written document which includes
the action to be taken by all persons/staff in the event of fire and the arrangements for calling the fire brigade. For
small premises, a General Fire Notice could take the form of a simple fire action sign posted in positions where staff
and relevant persons can read it and become familiar with its contents.

Requirements

Assessment

Appropriate fire procedures should be in place
and should be properly documented.

Compliant

Fire safety should be adequately managed.

A clearly signed fire assembly point is provided.

One or more competent person should be
appointed to assist in undertaking the preventive
and protective measures (i.e. relevant general fire
precautions).

Compliances

A competent person onsite is nominated in order to
manage fire safety.

Persons should be nominated and trained to
assist with evacuation

A designated person has been nominated to call the fire
brigade in the event of fire and meet attending crews
with site specific information including site plans,
persons onsite and locations of emergency cut off
valves/switches for gas and electrics.

including evacuation of disabled people.

A Personal Emergency Evacuation Plan (PEEP) system
is implemented for persons with disabilities.

Persons should be nominated and trained to use
fire extinguishing appliances.

A responsible person has liaised with the local fire
department and a site visit was undertaken.

There should be a suitable record of the fire
safety arrangements.

A signing in book is available in the foyer/entrance
lobby.

There should be adequate procedures for
evacuation of any disabled people who are likely
to be present.
There should be appropriate liaison with fire and
rescue service (e.g. by fire and rescue service
crews visiting for familiarization visits).
There should be routine in-house inspections of
fire precautions.
There should be suitable arrangements for
ensuring that the premises have been evacuated.
There should be suitable arrangements for
summoning the fire and rescue service.
There should be suitable arrangements to meet
the fire and rescue service on arrival. You should
be able provide relevant fire safety information
including that relating to hazards to firefighters.
There should be suitable fire assembly point(s).
Whole Building
Example description comments for illustration
only.

A suitable fire evacuation procedure for the property is
documented and displayed.
All persons who may be expected to use fire
extinguisher appliances have been provided with
training in pre-selection and safe use of equipment.
Nominated staff have received fire warden training in
order to assist with the evacuation of all persons in the
event of fire.
Persons, who may be responsible for assisting in fire
safety management of the premises, have undertaken
Fire Warden Training.
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SMOKING
Smoking is a leading cause of fires, and an appropriate degree of control needs to be exercised. The hazards of illicit
smoking need to be recognised and controls should therefore be implemented.

Requirements

Assessment

Appropriate signage should be displayed within
the premises.

Compliant

Reasonable measures should be taken to
prevent fires as a result of smoking.

A suitable location away from the building is available
for persons who wish to smoke.

Smoking policy should be be observed at all
times.
Smoking should be prohibited in appropriate
areas.
Smoking should be prohibited in the building.

Compliances

At least one 'No Smoking' sign is displayed within the
premises.
No smoking signage is displayed prominently in
restricted all areas.
No smoking signage is displayed prominently
throughout the building.

Suitable arrangements should be provided for
those who wish to smoke.

Suitable signs on entrances to the premises informing
people of the smoking policy and the locations where
smoking is permitted are present.

1 - First floor, Hallway

Actions

Example description comments for illustration
only.

Install suitable metal ashtrays external to the building.

Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.
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TRAINING AND DRILLS
Staff members should be provided with frequent training so all employees are familiar with general fire safety of the
site and there should be regular evacuation drills. You are required to carry out this fire training, and it is
recommended that you keep a record of the results of that training. Regular drills should be carried out using varying
escape routes assuming the normal evacuation route is not available.

Requirements

Assessment

All staff should be given adequate fire safety
instruction and training on induction.

Compliant

All staff training should provide information,
instruction or training on identifying the persons
nominated to use fire extinguishing appliances.

All staff are briefed on fire procedures relating to the
site.

All staff training should provide information,
instruction or training on the action to take in the
event of fire.
All staff training should provide information,
instruction or training on the action to take on
hearing the fire alarm signal.
All staff training should provide information,
instruction or training on the fire safety measures
in the building.
If employees of another employer work in the
premises, fire precautions and procedures in the
event of fire should be communicated to the
employee on arrival.
Staff with special responsibilities (e.g. fire
wardens) should have additional training.
The employees of another employer who work in
the premises should be provided with adequate
instructions and information.
The employer of other people who work in the
premises should be given appropriate information
(e.g. on fire risks and general fire precautions).
Whole Building
Example description comments for illustration
only.
Lorem ipsum dolor sit amet, consectetur
adipiscing elit. Fusce venenatis libero in sapien
tempus, eget tincidunt lorem egestas. Morbi sit
amet imperdiet mauris, in maximus metus.
Curabitur tincidunt mi sit amet felis ultrices, nec
condimentum leo egestas.

Compliances

At least four fire evacuation drills are undertaken each
year and recorded with the fire log book.
Persons who have been trained in the use of fire
extinguishers is displayed on notice boards within the
premises.
Staff who may be required to use extinguishers are
provided with training in relation to pre-selection and
safe use.
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Fire Risk Action Plan
The following summarises the fire safety actions that need attention by the responsible person.
Item

Actions

COOKING

Ensure oil within deep fat is changed on a
regular basis in order to reduce the risk of
ignition from spoilt oils.

All cooking equipment can be deemed to
be a potential source of ignition. This
includes gas-fired equipment with a
naked flame, deep fat fryers and
electrical equipment such as toasters,
griddles and even microwaves. There
can also be an abundance of fuel
sources within kitchen environments
such as oils and fats, food products, the
gas supply to the facility, and even
deposits of fat or grime in or around
equipment.

Actioned

Ensure regular replacement of grease filters.
Improve kitchen cleanliness by removing
excess cooking oils.
Provide 2kg Co2 extinguishing unit for use on
electrical fires within kitchen area.
Within 6 months

0 - Ground floor, Kitchen
Item

Actions

ELECTRICAL IGNITION SOURCES

Ensure interlinked daisy chained leads are
separated, and adaptors are not overloaded.

Identify any sources of ignition, from heat
or flame. All premises will contain ignition
sources, some will be obvious such as
cooking equipment or open flames whilst
others maybe less obvious such as heat
from chemical processes or electrical
equipment.
1 - First floor, Boiler room

Actioned

Ensure remedial work is carried to ensure
electrical cables cannot be damaged, so as to
potentially cause a fire.
Switch off items not in use at the wall socket.
We would recommend an annual inspection by
a qualified person.
Within 1 month

Item

Actions

EXTERNAL WALLS

Ensure the wall construction materials provide
adequate fire resistance that will prevent fire
spread to other flats.

External wall survey as defined in PAS
9980.

Actioned

Within 1 year

Front Elevation, Inspection Point
Item

Actions

MEANS OF ESCAPE FROM FIRE

Consider the installation of an Evac Chair for
use in assisting with means of escape for
persons with mobility disabilities.

You need to consider the means of
escape from file carefully if persons with
mobility, visual or hearing disabilities are
present within the premises as well as
sleeping occupants and persons who
may be unable to react quickly.
0 - Ground floor, Corridor

Actioned

Ensure all exit doors are readily openable.
Ensure sliding doors are reliably failsafe and
maintained regularly in accordance to BS 7036.
Sliding or revolving doors are generally not
considered acceptable as a single means of
escape with very few exceptions. If this is the
case consult with the fire authority immediately.
Within 3 months

Item

Actions

Actioned

PORTABLE HEATERS AND HEATING
INSTALLATIONS
Poorly maintained portable electrical
heaters can cause employees to suffer
an electric shock when switching them
on. Consideration should be given to the
placement of heaters close to
combustible materials and trailing leads.
Fixed heating systems such as central
heating systems, should be covered by
annual service contracts to ensure
regular maintenance and safety checks.

Avoid the use of radiant bar fires.
Remove combustible materials from the
immediate area surrounding portable heaters.
Also ensure occupants are made aware of this
requirement.
Use less hazardous portable heaters.
Within 1 month

1 - First floor, Hallway
Item

Actions

SMOKING

Install suitable metal ashtrays external to the
building.

Smoking is a leading cause of fires, and
an appropriate degree of control needs to
be exercised. The hazards of illicit
smoking need to be recognised and
controls should therefore be
implemented.
1 - First floor, Hallway

Actioned
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Fire Safety Guidelines
A fire risk assessment should help you identify all the fire hazards and risks in your premises. You will then
be able to decide whether the risks identified are acceptable or whether you need to take steps to reduce
or control them. Refer to the following for some general fire safety guidance.
Fire Hazards
ARSON
Focus on vulnerable locations around your premises such as areas prone to vandalism, insecure openings like
letter boxes and areas that are hidden from view. When looking for security gaps, consider whether existing
measures are effective in deterring arsonists and are sufficiently robust to limit fire spread.
COOKING
All cooking equipment can be deemed to be a potential source of ignition. This includes gas-fired equipment
with a naked flame, deep fat fryers and electrical equipment such as toasters, griddles and even microwaves.
There can also be an abundance of fuel sources within kitchen environments such as oils and fats, food
products, the gas supply to the facility, and even deposits of fat or grime in or around equipment.
DANGEROUS SUBSTANCES
Work which involves the storage, use or creation of chemicals, vapours, dusts etc that can readily burn or
explode is hazardous. Many substances found in the workplace can cause fires or explosions. Typical
substances include flammable chemicals, petrol, cellulose paint thinners and welding gases, engine oil,
grease, packaging materials, dusts from wood, flour and sugar.
ELECTRICAL IGNITION SOURCES
Identify any sources of ignition, from heat or flame. All premises will contain ignition sources, some will be
obvious such as cooking equipment or open flames whilst others maybe less obvious such as heat from
chemical processes or electrical equipment.
HOUSEKEEPING
Good housekeeping will lower the chances of a fire starting, so the accumulation of combustible materials in all
premises should be monitored carefully. Good housekeeping is essential to reduce the chances of escape
routes and fire doors being blocked or obstructed. Keep waste material in suitable containers before it is
removed from the premises. If bins, particularly wheeled bins, are used outside, secure them in a compound to
prevent them being moved to a position next to the building and set on fire. Never place skips against a
building they should normally be a minimum of 6m away from any part of the premises.
LIGHTNING
Annual lightning protection equipment inspections are essential for the safeguard of structures, their contents
and the lives of their occupants. As such, annual maintenance is a vital part of any system's longevity,
efficiency, safety, and is recommended annually by both the current British BSEN 62305 first published in 2006
and revised in 2011.
OTHER SIGNIFICANT FIRE HAZARDS
Every environment is different and there are a variety of reasons why fires break out, although many are due to
negligence and could be prevented with more care and attention. One of the best ways to protect your
premises against fire is to educate your staff on the causes of fire and encourage them to be vigilant and report
any potential fire hazards, so that they can be dealt with swiftly.
OUTSIDE CONTRACTORS
Contractors working on-site can pose increased risk of fire due to work processes undertaken within the
premises. In larger commercial sites contractors may be given an initial safety briefing of the premises with
regards to potential risks and hazards. Ensure all equipment brought onto site by a contractor is sufficiently
maintained. Where hot works are undertaken consideration may be given for a Hot Works Permit system.
PORTABLE HEATERS AND HEATING INSTALLATIONS
Poorly maintained portable electrical heaters can cause employees to suffer an electric shock when switching
them on. Consideration should be given to the placement of heaters close to combustible materials and trailing
leads. Fixed heating systems such as central heating systems, should be covered by annual service contracts
to ensure regular maintenance and safety checks.
SMOKING
Smoking is a leading cause of fires, and an appropriate degree of control needs to be exercised. The hazards
of illicit smoking need to be recognised and controls should therefore be implemented.
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Fire Safety Guidelines
A fire risk assessment should help you identify all the fire hazards and risks in your premises. You will then
be able to decide whether the risks identified are acceptable or whether you need to take steps to reduce
or control them. Refer to the following for some general fire safety guidance.
Fire Protection Measures
AUTOMATIC FIRE EXTINGUISHING SYSTEMS
Automatic fire suppression systems control and extinguish fires without human intervention. Examples of
automatic systems include fire sprinkler system, gaseous fire suppression, and condensed aerosol fire
suppression. It is essential that the systems are kept in good working order at all times by periodic or regular
servicing.
EMERGENCY ESCAPE LIGHTING
Emergency lighting is lighting for an emergency situation when the main power supply is cut and any normal
illumination fails. The loss of mains electricity could be the result of a fire or a power cut and the normal lighting
supplies fail. Emergency lighting is designed to ensure occupants can easily escape to a place of safety.
FIRE SAFETY SIGNS AND NOTICES
Fire safety signs and signage systems form an integral part of the overall fire safety strategy of a building and
are fundamental to the communication of good fire safety management information. Clearly visible and
unambiguous signage is essential for speedy escape, particularly in public buildings where occupants might be
unfamiliar with the building layout.
FIXED SYSTEMS AND EQUIPMENT
Examples of systems are gaseous, foam and powder fire-fighting systems and hypoxic air fire-prevention
systems. It is essential that the systems are kept in good working order at all times by periodic or regular
servicing.
MANUAL FIRE EXTINGUISHING APPLIANCES
The provision of suitable fire extinguishing appliances can be useful in restricting the development and spread
of small fires in their early stages. It is usual to locate extinguishers adjacent to fire alarm call points, so people
can actuate the fire alarm before picking up an extinguisher.
MEANS OF ESCAPE FROM FIRE
You need to consider the means of escape from file carefully if persons with mobility, visual or hearing
disabilities are present within the premises as well as sleeping occupants and persons who may be unable to
react quickly.
MEANS OF GIVING WARNING IN CASE OF FIRE
Arrangements for warning all occupants in the event of a fire must be adequate and fail-safe. Fire alarm
systems, smoke detectors, hand bells, or a single shout may be suitable depending on the size and complexity
of the premises. A fire starting in any location should not go undetected and reach a size that could cause
persons to become trapped.
MEASURES TO LIMIT FIRE SPREAD AND DEVELOPMENT
To reduce the risk to people if there is a fire, you need to consider how to control or restrict the spread of fire
and smoke. The majority of people who die in fires are overcome by the smoke and gases. It is important
ensure that, in the event of fire, the rate of fire growth is restricted in its early stages.
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Fire Safety Guidelines
A fire risk assessment should help you identify all the fire hazards and risks in your premises. You will then
be able to decide whether the risks identified are acceptable or whether you need to take steps to reduce
or control them. Refer to the following for some general fire safety guidance.
Management of Fire Safety
PREMISES INFORMATION BOX
To assist in formulating firefighting tactics and to reduce risks to firefighters, it is essential that relevant, up-todate and practical information is provided and available at the affected building.
PROCEDURES AND ARRANGEMENTS
For larger premises, there should be a written Fire Emergency Evacuation Plan is a written document which
includes the action to be taken by all persons/staff in the event of fire and the arrangements for calling the fire
brigade. For small premises, a General Fire Notice could take the form of a simple fire action sign posted in
positions where staff and relevant persons can read it and become familiar with its contents.
RECORDS
It is imperative that records for fire system testing, training, fire drills etc. are kept. A fire log book would assist
building owners, managers and other responsible persons to coordinate and maintain a fire safety record
keeping system.
TESTING AND MAINTENANCE
The Fire Safety Order 2005 states that fire equipment must be subject to a suitable system of maintenance
and are maintained in an efficient state, in efficient working order, and in good repair. All maintenance work
should be carried out by competent contractors specialising within their field. Routine testing of fire systems
should be documented and stored within a fire log book.
TRAINING AND DRILLS
Staff members should be provided with frequent training so all employees are familiar with general fire safety
of the site and there should be regular evacuation drills. You are required to carry out this fire training, and it is
recommended that you keep a record of the results of that training. Regular drills should be carried out using
varying escape routes assuming the normal evacuation route is not available.

Fire Door Inspections
This survey may only include an overview to fire door safety. A full fire door inspection should be
commissioned separately.
FIRE DOORS GENERALLY
BS9999 recommends six monthly inspections of fire doors and includes guidance on some of the main
inspection criteria, but remember that you are responsible for ensuring an adequate inspections and
maintenance routine is in place.
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Disclaimer & Limitations
The following limitations apply to the conduct of the inspection by PocketSurvey Ltd(“The Inspector”):
- The RRFSO 2005/06 places a burden of responsibility firmly on the head of a ‘responsible person’
with regard to the fire safety of the occupants of the premises to which they have been assigned.
The responsible person is required to coordinate all fire safety related issues including the carrying
out of a fire risk assessment and production of associated documentation. The responsible person
may nominate a ‘competent person’ to assist in the implementation of any measures deemed
necessary to ensure the fire safety of the occupants of the premises.
- There are many factors that impact upon what may constitute adequate measures to assess the
fire safety of the occupants. “The Inspector” is not the responsible person and are unable to
determine, on behalf of the organisation, the steps it should or must take to comply with its duties
under the RRFSO 2005. The fire risk assessment will cover all of the areas within the property. We
will also comment upon the areas surrounding the building.
- This report is for the use of the party to whom it is addressed and should be used within the
context of instruction under which it has been prepared.
- No opening up of any part of the structure was carried out nor was any operational electrical or
mechanical systems tested. All comments and recommendations are based on visual inspection
only.
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Quality Assurance Statement
This report has been compiled for the sole use of Faster Surveys Ltd and should not be relied upon by any
third party or organisation.
The data contained within this report is intended to provide factual information about the fire safety of the
building.
Any measurements or quantities described herein should not be relied upon for any contractual purpose.
Inspected By
Martyn Whitelaw (Read Only)
03 Jan 2022

Quality Checked By
Adam Bottomworth (BSc)
05 Dec 2022

*** END OF REPORT ***
Attachments may follow if applicable
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Building Image
First Floor
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Building Image
Ground Floor

